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§112.6 Qualified Facility Plan Re-
quirements.

(a) Preparation and Self-certification of
Plan. If you are the owner or operator
of a facility that meets the qualified
facility qualification criteria in
§112.3(g), you may choose to self-cer-
tify your Plan. You must certify in the
Plan that:

(1) You are familiar with the require-
ments of this part;

(2) You have visited and examined
the facility;

(3) The Plan has been prepared in ac-
cordance with accepted and sound in-
dustry practices and standards, and
with the requirements of this part;

(4) Procedures for required inspec-
tions and testing have been estab-
lished;

(56) The Plan is being fully imple-
mented;

(6) The facility meets the qualifica-
tion criteria set forth under §112.3(g);

(7) The Plan does not deviate from
any requirement of this part as allowed
by §§112.7(a)(2) and 112.7(d), except as
provided in paragraph (c) of this sec-
tion; and

(8) The Plan and individual(s) respon-
sible for implementing the Plan have
the full approval of management and
the facility owner or operator has com-
mitted the necessary resources to fully
implement the Plan.

(b)  Self-certification of Technical
Amendments. If you self-certify your
Plan pursuant to paragraph (a) of this
section, you must certify any technical
amendments to your Plan in accord-
ance with paragraph (a) of this section
when there is a change in the facility
design, construction, operation, or
maintenance that affects its potential
for a discharge as described in §112.1(b)
except:

(1) If a Professional Engineer cer-
tified a portion of your Plan in accord-
ance with paragraph (d) of this section,
and the technical amendment affects
this portion of the Plan, you must have
the amended provisions of your Plan
certified by a Professional Engineer in
accordance with §112.6(d)(2).

(2) If the change is such that the fa-
cility no longer meets the qualifying
criteria in §112.3(g) because it exceeds
10,000 gallons in aggregate aboveground
storage capacity, you must prepare a
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Plan in accordance with the general
Plan requirements in §112.7 and the ap-
plicable requirements in subparts B
and C, including having the Plan cer-
tified by a Professional Engineer as re-
quired under §112.3(d).

(c) Applicable Requirements. Except as
provided in this subparagraph, your
self-certified SPCC Plan must comply
with §112.7 and the applicable require-
ments in subparts B and C of this part:

(1) Envirommental Equivalence. Your
Plan may not include alternate meth-
ods which provide environmental
equivalence pursuant to §112.7(a)(2),
unless each alternate method has been
reviewed and certified in writing by a
Professional Engineer, as provided in
paragraph (d) of this section.

(2) Impracticability. Your Plan may
not include any determinations that
secondary containment is impracti-
cable and provisions in lieu of sec-
ondary containment pursuant to
§112.7(d), unless each such determina-
tion and alternative provision has been
reviewed and certified in writing by a
Professional Engineer, as provided in
paragraph (d) of this section.

(3) Security (excluding oil production
facilities). You must either:

(i) Comply with the requirements
under §112.7(g); or

(ii) Describe in your Plan how you se-
cure and control access to the oil han-
dling, processing and storage areas; se-
cure master flow and drain valves; pre-
vent unauthorized access to starter
controls on oil pumps; secure out-of-
service and loading/unloading connec-
tions of oil pipelines; address the ap-
propriateness of security lighting to
both prevent acts of vandalism and as-
sist in the discovery of oil discharges.

(4) Bulk Storage Container Inspections.
You must either:

(i) Comply with the requirements
under §112.8(c)(6) or §112.12(c)(6), as ap-
plicable; or

(i) Test/inspect each aboveground
container for integrity on a regular
schedule and whenever material repairs
are made. You must determine, in ac-
cordance with industry standards, the
appropriate qualifications for per-
sonnel performing tests and inspec-
tions, the frequency and type of testing
and inspections which take into ac-
count container size, configuration,
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and design (such as containers that
are: shop built, skid-mounted, elevated,
equipped with a liner, double walled, or
partially buried). Examples of these in-
tegrity tests include, but are not lim-
ited to: visual inspection, hydrostatic
testing, radiographic testing, ultra-
sonic testing, acoustic emissions test-
ing, or other systems of non-destruc-
tive testing. You must keep compari-
son records and you must also inspect
the container’s supports and founda-
tions. In addition, you must frequently
inspect the outside of the container for
signs of deterioration, discharges, or
accumulation of oil inside diked areas.
Records of inspections and tests kept
under usual and customary business
practices satisfy the recordkeeping re-
quirements of this paragraph.

(d) Professional Engineer Certification
of Portions of a Qualified Facility’s Self-
certified Plan. As described in para-
graph (c) of this section, the facility
owner or operator may not self-certify
alternative measures allowed under
§112.7(a)(2) or (d), that are included in
the facility’s Plan. Such measures
must be reviewed and certified, in writ-
ing, by a licensed Professional Engi-
neer as follows:

(1) For each alternative measure al-
lowed under §112.7(a)(2), the Plan must
be accompanied by a written statement
by a Professional Engineer that states
the reason for nonconformance and de-
scribes the alternative method and how
it provides equivalent environmental
protection in accordance with
§112.7(a)(2). For each determination of
impracticability of secondary contain-
ment pursuant to §112.7(d), the Plan
must clearly explain why secondary
containment measures are not prac-
ticable at this facility and provide the
alternative measures required in
§112.7(d) in lieu of secondary contain-
ment.

(2) By certifying each measure al-
lowed under §112.7(a)(2) and (d), the
Professional Engineer attests:

(i) That he is familiar with the re-
quirements of this part;

(ii) That he or his agent has visited
and examined the facility; and

(iii) That the alternative method of
environmental equivalence in accord-
ance with §112.7(a)(2) or the determina-
tion of impracticability and alter-
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native measures in accordance with
§112.7(d) is consistent with good engi-
neering practice, including consider-
ation of applicable industry standards,
and with the requirements of this part.

(3) The review and certification by
the Professional Engineer under this
paragraph is limited to the alternative
method which achieves equivalent en-
vironmental protection pursuant to
§112.7(a)(2) or to the impracticability
determination and measures in lieu of
secondary containment pursuant to
§112.7(d).
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§112.7 General requirements for Spill
Prevention, Control, and Counter-
measure Plans.

If you are the owner or operator of a
facility subject to this part you must
prepare a Plan in accordance with good
engineering practices. The Plan must
have the full approval of management
at a level of authority to commit the
necessary resources to fully implement
the Plan. You must prepare the Plan in
writing. If you do not follow the se-
quence specified in this section for the
Plan, you must prepare an equivalent
Plan acceptable to the Regional Ad-
ministrator that meets all of the appli-
cable requirements listed in this part,
and you must supplement it with a sec-
tion cross-referencing the location of
requirements listed in this part and the
equivalent requirements in the other
prevention plan. If the Plan calls for
additional facilities or procedures,
methods, or equipment not yet fully
operational, you must discuss these
items in separate paragraphs, and must
explain separately the details of instal-
lation and operational start-up. As de-
tailed elsewhere in this section, you
must also:

(a)(1) Include a discussion of your fa-
cility’s conformance with the require-
ments listed in this part.

(2) Comply with all applicable re-
quirements listed in this part. Except
as provided in §112.6, your Plan may
deviate from the requirements in para-
graphs (g), (h)(2) and (3), and (i) of this
section and the requirements in sub-
parts B and C of this part, except the
secondary containment requirements
in paragraphs (c¢c) and (h)(1) of this sec-
tion, and §§112.8(c)(2), 112.8(c)(11),



